










DL59
Self-smoothing and levelling compound as surface overlay floors

DL59 is a cement based levelling compound with very high compressive 
strength to C40. DL59 is especially suitable for high traffic, heavy wear 
location. DL59 is especially used as overlays for polished concrete floors.

DESCRIPTION:

Plastic dry cement mortar with finely graded fillers. When mixed with 
water, produces a hydraulic-setting smoothing compound with good 
flow properties and high coverage.

PRODUCT PROPERTIES/BENEFITS:

COMPOSITION:

Compressive Strength
After 1 day approx. 15MPa
After 7 days approx. 25MPa
After 28 days approx. 40MPa
Tensile Bending Strength
After 1 day approx. 5MPa
After 7 days approx. 7MPa
After 28 days approx. 8MPa
Packaging Size: 20kg/bag
Shelf-life: 6-12 months
Coverage: Approximately 6m² at 3mm thick
Working time: 20-30mins

TECHNICAL DATA:

Super smooth - requires no sanding
Extremely high flexible strength - 60%
Versatile - apply 1.5mm to 40mm in one application
Rapid hardening - walkable from 2 hours
Superior flow - fast application
Flexible - hand mix or pump application
Can be polished
For Interior and Exterior use
Suitable for Radiant Floor Heating systems
Pigments can be added for colour
Aggregates can be added for exposed stone effect

Special cements, mineral fillers, polyvinyl-acetate-copolymers, flow 
agents and additives.

Drying time: 2hrs
Suitable for direct stick

VOC Level: <0.5 mg/m3 

CEMIMAX A300

ESPECIALLY SUITABIE FOR:

PRODUCT PROPERTIES:
Stable quality Bonding, layer has durable resilience.
Good water resistance, excellent bonding strength.
Very high initial tack and final bonding strength.
Easy application, high coverage rate.

Cemimax A300 is a very low emission dispersion adhesive for almost 
all textile coverings, therefore truly universal strong thread-formation, 
giving reliable adhesion in interior areas.

Low VOC

TECHNICAL DATA: ( Under normal conditions at 20℃.)
Packaging: 5kg,20kg Plastic drum
Shelf-life: Min. 12 months  
Colour: Cream-white
Working temperature: +5°C - 35°C
Consumption: 160-200 g/㎡
Open time: 5-30 minutes
Working time: 1-2 hours
Set to traffic: After 24-48 hours
Final strength: After 5-7 days

Very high strength for resilient floor coverings

DESCRIPTION:

Textile coverings with synthetic secondary backings
Textile coverings with foam-, latex- or fleece- backings
Woven goods, needlepunch and natural fibre carpets
Felt-backed PVC and cushioned vinyl of thickness ＜2mm coverings





PP4
Patching compound for repair, filling and patching

PP4 is an advanced cement and polymer based patching compound 
for repair, filling and patching up to 13mm depth. Can be used on a 
variety of substrates prior to installation of most flooring products. 
Priming is not required for most applications.

DESCRIPTION:

Plastic dry cement mortar with finely graded fillers. When mixed with 
water, produces a hydraulic-setting smoothing compound.

PRODUCT PROPERTIES/BENEFITS:

Special cements, mineral fillers, polyvinyl-acetate-copolymers, and 
additives.

BINDERS:

Pack-size: 5kg bag
Shelf-life: 6-12 months
Coverage:  Approx. 2.8m2 at 3mm per bag
Water mixing: Approx. 0.35-0.4:1(water : powder)
Dry time:
After approx. 10 min. for walked on
After approx. 15 min. for floor covering
After approx. 15 mins for wood flooring

TECHNICAL DATA:

SUITABLE FOR:
New or old cement levelling compounds
Existing substrates with well-bonded, non-water-soluble
Adhesive residuesdrying
Large and small format tile and natural stone
Plywood underlayment
All standard slabs, concrete or other substrate types
Heavy wear in domestic and commercial locations including
exposure to caster wheels
Radiant floor heating systems

Fast dry formula
High strength
Very fine aggregates
Variable water range
Smooth surface finish
Excellent absorbency
Versatile product

ULTRAMAX MS

Ultramax MS is a one component high performance adhesive sealant 
based on Hybrid Silyl Modified Polymers. Ultramax Ms provides the 
strength of polyurethane with a weathering resistance and shorter cure 
times of silicone. The properties that Ultramax Ms is made up of is well 
suited as a adhesive sealant in the demanding building, construction and 
engineering industries which provides superb primerless adhesion to all 
Flooring materials commonly used in these industries. . This innovative 
and environmentally friendly product cures quickly in ambient 
temperatures and retains excellent bond strength, elasticity and tear 
resistance over the years. It skins over in a short time resisting dust and 
dirt pickup and can be applied in thick layers without shrinking or 
bubbling. Ultramax MS will not stain and is very compatible with 
commonly used flooring systems. It will not yellow or crack or show 
signs of aging when exposed to adverse weather conditions and harsh 
UV radiation. Ultramax Ms does not contain solvents, isocyanates and 
silicones.

DESCRIPTION:

PRODUCT PROPERTIES:
Fast curing
No carcinogens
Bulit in moisture barrier
Acoustic properties
Highly flexible
Great beading stability
Suitable for under floor heating

TECHNICAL DATA:
Working temperature: +5℃~+35℃ 75% Humidity
Opening time: 30~40 minutes
Working time: 60 minutes
Walk on: after 6~8 hours
Sanding of floors: after 48 hours

Easy clean up

Coverage: 1.2~1.4m2/per litre using a 3~4mm v-notched trowel . 





DP200

DESCRIPTION:

ESPECIALLY SUITABIE FOR:

PRODUCT PROPERTIES:

1-component PU Fast-Drying Primer and Moisture Vapor Retarder

Cemimax DP200 is a pure polyurethane resin with very high quality 
developed particularly for subfloors that must be quickly brought to a 
condition ready for covering installation. Special can be used as low 
moisture vapor retarder for concrete and cement-based subfloors. 
DP200 can be applied to substrates with humidity up to 6% CM.For 
interior and exterior use.

Use on substrates with low damp, on ceramic,terrazzo, stone 
subfloors, surfaces with well-bonded, waterproof adhesive and 
smoothing compound residues.

Fast drying
Increase the strength of the substrate
Moisture barrier
Excellent covering and filling capacity
Solvent free
Fast curing
Easy to appply
Excellent coverage

TECHNICAL DATA: ( Under normal conditions at 20℃.)

Packaging: Plastic bucket 
Packsize: 20,5 kg
Shelf-life: 12 months 
Colour: Light yellowish
Working temperature: minimum 50 °F (10 °C) at floor level 60 
to 80 °F (16 – 27 °C) on radiant heat systems

Application and consumption

Drying time: Absorbent surfaces: 40 – 90 min (per coat) Dense 
surfaces: 60 – 150 minutes.

100 - 150 g/m² : As a primer when only one layer is applied (up to 
92% R.H. for one coat).
250 - 350 g/m²: As a moisture barrier when two to 
three layers are applied (up to 98% R.H. for two coat).
Consumption is dependent on surface structure and absorbability of subfloor.





Cemimax Asia Pte Ltd
Singapore Warehouse:
621 Aljunied road 01-23 Li Po building (s) 389834


